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Both lines are thoroughly 
tested and recommended 
by HHD.
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NEW

GBA4 1/4” Tube x 1/4” Fe Flare

GBA6 3/8” Tube x 3/8” Fe Flare

GBA64 3/8” Tube x 1/4” Fe Flare

LBA4

LBA6

LBA64

W

GE4 1/4” Tube x 1/4” Tube

GE6 3/8” Tube x 3/8” Tube

GES4 1/4” Tube 

GES6 3/8” Tube

GMC4 1/4” Tube x 1/4” MPT

GMC6 3/8” Tube x 3/8” MPT

GMC64 3/8” Tube x 1/4” MPT

GMCE4 1/4” Tube x 1/4” MPT

GMCE46 1/4” Tube x 3/8” MPT

GMCE6 3/8” Tube x 3/8” MPT

GPE4 1/4” Tube x 1/4” Stem

GPE6 3/8” Tube x 3/8” Stem

GPR 1/4” Tube x 3/8” Stem

GT4 1/4”  x 1/4” x 1/4” (Tube)

GT6 3/8” x 3/8” x 3/8” (Tube)

GT664 3/8” x 3/8” x 1/4” (Tube)
3

GU4 1/4” Tube x 1/4” Tube

GU46 1/4” Tube x 3/8” Tube

GU6 3/8” Tube x 3/8” Tube
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NEW

Polypropylene Tubing
• More resistant to chlorine and ammonia
• May be used at higher temperatures and 
   working pressures then polyethylene tubing
• Excellent resistance to hot water, corrosive 
  acids and stress cracking

• Water absorption is less than .01%
• Will last much longer then nylon tubing

Suggested operating temperatures, depending on 
conditions, are 0ºF (-18ºC) to +200ºF (+93ºC)

Part# Color Nom. 
Tube 
O.D. 

Nom. 
Tube 
I.D.

Avg. 
Wall 

Thick

Reel 
Length 

Ft.

Working 
Pressure @ 

73ºF psi

Min. Burst 
Pressure 

at 73ºF psi

Min. 
Bend 

Radius

Weight 
lbs. per 
100 ft.

PT4WP-500
PT4BP-500

White
Black

1/4” .170” .040” 500 300 1,200 1” 1.01

PT6WP-500
PT6BP-500

White
Black

3/8” .250” .062” 500 300 1,200 1 1/4” 2.35

Meets FDA and NSF-51 
requirements for food 
contact and potable water

Now Available!
By PARKER

USA
Made In

For Chlorine 
and Ammonia

Rated “A”

Lead 
Free


